STA. 444+96.45 -L-
OFFSET 75.40" RIGHT

EL. 826.32
(END MSE WALL *12)

STA. 446+83.38 -L-
OFFSET 76.76" LEFT

EL. 828.52
(BEGIN MSE WALL *13)

GENERAL NOTES

SLOPE PROTECTION SHALL BE PLACED UNDER THE ENDS OF THE BRIDGE AS SHOWN
IN THE DETAILS. STRAIGHT EDGING WILL NOT BE REQUIRED UNLESS, IN THE
OPINION OF THE ENGINEER, VISUAL INSPECTION INDICATES A NEED FOR IT.
MEASUREMENT AND PAYMENT SHALL BE AS PRESCRIBED IN SECTION 462

OF THE STANDARD SPECIFICATIONS.

SLOPE PROTECTION SHALL CONSIST OF 4 POURED-IN-PLACE CONCRETE PAVING

AS SHOWN IN THE DETAILS ON THIS SHEET. CONCRETE SHALL BE CLASS "B".

THE CONCRETE SURFACE SHALL BE FLOATED WITH A WOODEN FLOAT AND FINISHED.
WELDED WIRE FABRIC REINFORCING SHALL BE 6 X 6 - W1.4 X WI1.4, 60 WIDE. SLOPE
PROTECTION SHALL BE POURED IN 5 STRIPS AS SHOWN IN THE “POURING DETAIL"
WITH 2'-0”“LONG #4 BARS PLACED ALONG THE SLOPE BETWEEN STRIPS AT 1'-6”
MAXIMUM SPACING. SLOPE PROTECTION MAY BE POURED IN ALTERNATE 4’ AND 5’
STRIPS AS SHOWN IN THE "“OPTIONAL POURING DETAIL" WITH ADJACENT RUNS OF
WELDED WIRE FABRIC LAPPING AT LEAST 6. THE COST OF THE WELDED WIRE FABRIC
AND *4 BARS, IF USED, SHALL BE INCLUDED IN THE CONTRACT UNIT PRICE BID PER
SQUARE YARD FOR SLOPE PROTECTION.

BRIDGE @ 4 INCH % WELDED WIRE FABRIC
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PLAN

FOR DETAILS & QUANTITIES OF MSE WALL, SEE

- /a"/FT.NORMAL TO CAP
SLOPE
KEEP FREE OF CONCRETE AND SEAL
WITH JOINT SEALER OR GRAY LOW
MODULUS SILICONE SEALANT (TYP.)
S i
BERPY: B CAST-IN-PLACE
: ’ CONCRETE COPING
“°l M , S

WELDED WIRE FABRIC
6 X 6 - W4 X W1.4

~

N| <
1"EXP. JT. MAT'L. FACE OF MSE WALL l l i}
(PLACE DEBONDING S = -
TAPE ON TOP OF EXP. F o
JT. MAT'L.) (TYP.) o | =

WELDED WIRE FABRIC
6 X 6 - W4 X W1.4 4"

SECTION A-A

SECTION C-C

DETAILS FOR SLOPE PROTECTION

DRAWN BY : M. SHAHIDI

CHECKED BY : T. H. FANG

DESIGN ENGINEER OF RECORD: _P. K. NEWTON

“MSE RETAINING WALL' ON SHEETS W-4 THRU W-8.

41_01/ 51_011 41_01/ 51_011
<= L s
1 ]

$_;.______= _____ ___$

1
LCONST. JT. TO BE NORMAL TO
END BENT CAP OR HORIZONTAL

POUR A 4'-0" STRIP FIRST.STRIP
WIDTHS MAY VARY IN CURVED PORTION.

OPTIONAL POURING DETAIL

DATE : 4/22/16
DATE : 5/10/16

2'-0“LONG *#4 BARS
SPA. @ T-G"CTS.MA;T\
5-0"  5'-0” 5/-0"
> -t tg—

g —— L_$

) 1
LCONST. JT. TO BE NORMAL TO
END BENT CAP OR HORIZONTAL

STRIP WIDTHS MAY VARY IN CURVED
PORTION.

POURING DETAIL

STA. 449+18.38 -L-
OFFSET 75.61' LEFT

EL. 832.63
(END MSE WALL *#13)
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